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Siemens HiPath 3000
See below for a list with supported features when using the Gigaset DE700/900 IP PRO or N720 IP PRO as a DECT cordless system behind a Siemens 
HiPath 3500 system.
All tests were performed by the Gigaset pro support team.

Version of the PBX-system: System H3K_V8R5.4.0_059

Feature                                           DE310 / 
DE410 IP PRO 

   DE700 / 
DE900 IP PRO 

       N510 IP 
PRO     

     N720 
Multi cell    

Software release:   01.00.00 01.01.13 48 29

Basic Call Yes Yes Yes Yes

Calling line (CLIP) Yes Yes Yes Yes

Connected line (COLP) Yes Yes Yes Yes

Anonymous call - - - -

Do Not Disturb Yes Yes No No

Message waiting - - - -

Call list/history Yes Yes Yes Yes

Voice mail deposit/retrieval - - - -

Call waiting Yes Yes Yes Yes

Call Hold / Toggle Yes Yes Yes Yes

Call forward (CFU) Network feature Network feature Network feature Network feature

Call forward (CFNR) Network feature Network feature Network feature Network feature

Call forward (CFB) Network feature Network feature Network feature Network feature

Call Transfer attended Yes Yes Yes Yes

Call Transfer unattended Yes Yes Yes Yes

DTMF (RFC2833) Yes Yes Yes Yes

Conference 3pty - - - -

BLF Busy / Idle indication - - n/a n/a

Call pick-up direct  ( * 8 extension) - - - -

Call pick-up group ( * 8 ) - - - -

Call pick-up BLF - - - -
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